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CM9-854 LOOP DETECTOR HARNESS

Loop Wires Installation Diagram

SEALANT = LOOP SIZE: (PERIMETER OF 4'X8’ = 24’ = 3 LOOPS)
. PERIMETER 10 - 20FT = 4 LOOPS REVERSE LOOP
PERIMETER 21 - 32FT = 3 LOOPS
PERIMETER 33 - 98FT = 2 LOOPS

4'X 8 (3 LOOPS)

|
.=L—‘—‘ 4FT
45° PHANTOM LOOP
BEFORE INSTALL THE LOOP WIRE y
USE A CIRCULAR SAW TO CUT THE LINE 4X8 (3LOOPS)
DEPTH = 1.5 INCH 4 1
WIDTH = 0.2 TO 0.3 INCH
MAKE SURE THE EDGES ARE AT A 45° ANGLE
8!
NOTICE - WE DO NOT RECOMEND USING TIMER (AUTO-CLOSE) FEATURE UNLESS YOU 8-12FT
HAVE VEHICLE LOOP DETECTORS AND WIRELESS EDGE SENSOR INSTALLED. CALIMET . 4
IS NOT LIABLE TO ANY DAMAGES CAUSE BY USING TIMER (AUTO-CLOSE) FEATURE EXIT LOOP
WITHOUT A VEHICLE LOOP DETECTORS AND WIRELESS EDGE SENSOR. 4X 8 (3LOOPS)

Loop Detector Harness Wire Connection Diagram
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